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NON-REPAIRABLE DIAPHRAGM ACCUMULATORS
10-170 IN3 MODELS

COMPONENT PARTS
ITEM DESCRIPTION

1 Gas port, 
5/8” UNF

2 Shell

3 Fluid port, 
3/4” SAE (#8)

4 Diaphragm

3625 PSI MODELS

PART 
NUMBER

MODEL
PRESSURE

NOMINAL 
SIZE (IN3)

GAS VOLUME 
(IN3)

DIMENSIONS WEIGHT
 (LBS.)

STD. FLUID 
PORTA B C D

AMFC103.6100M18S8 3625 10 9 5.8 2.8 5.1 1.3 4 3/4”-16 SAE

AMFC203.6100M18S8 3625 20 21 8.5 2.8 7.8 1.3 6 3/4”-16 SAE

AMFC303.6100M18S8 3625 30 27 7.4 3.6 6.5 1.3 6 3/4”-16 SAE

AMFC453.6100M18S8 3625 45 42 9.6 3.6 8.7 1.3 7 3/4”-16 SAE

AMFW603.6100M18S8 3625 60 61 8.7 4.5 8.0 1.3 10 3/4”-16 SAE

AMFC903.6100M18S8 3625 90 90 11.5 4.5 10.8 1.3 14 3/4”-16 SAE

AMFC1203.6100M18S8 3625 120 122 14.5 4.5 13.6 1.3 17 3/4”-16 SAE

AMFC1703.6100B8S8 3625 170 170 16.7 4.5 15.9 1.3 19 3/4”-16 SAE

Part numbers below are standard carbon steel. Items are available with OD coatings or in stainless steel for improved 
corrosion resistance and diaphragm life. The models detailed below are non-repairable and should be replaced if no 
longer functioning properly.
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*Uses AMF-309-1 valve (1/4” BSP)

Only the most popular options are shown above. We have many more styles and sizes available.


